
King Salmon Airport
Age of Pavement 
at 2001 Inspection
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Minimum PCI for Runway = 70
Minimum PCI for Taxiway and Aprons = 60

[   ]  Branch Identifier
Airport Code:  AKN
Site Number: 50416.*A

Pavement Age
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True

King Salmon Airport

Taxiway
Section 2
[1800-2]
PCI = 0Taxiway

Section 1
[1800-1]
PCI = 57

Runway 18 - 36
Section 2
[6200-2]
PCI = 44

West Apron
Section 1
[4200-1]
PCI = 40

West Apron Taxiway
Section 1
[900-1]

PCI = 40

Taxiway B
Section 1
[200-1]
PCI = 38

Taxiway A
Section 1

[100-1]
PCI = 44

Runway 11 - 29
Section 5W
[6100-5W]
PCI = 39

Section 3W
[6100-3W]
PCI = 25

Section 1W
[6100-1W]
PCI = 45

Runway 11 - 29
Section 5C
[6100-5C]
PCI = 92

Section 3C
[6100-3C]
PCI = 89

Section 1C
[6100-1C]
PCI = 93

Runway 18 - 36
Section 1
[6200-1]
PCI = 50

Runway 11 - 29
Section 5E
[6100-5E]
PCI = 60

Section 3E
[6100-3E]
PCI = 58

Section 1E
[6100-1E]
PCI = 74

Taxiway P
Section 1
[1600-1]
PCI = 19

Taxiway E
Section 1
[500-1]
PCI = 20

Taxiway C
Section 1
[300-1]

PCI = 29

Taxiway C
Section 2
[300-2]

PCI = 12

East Apron 
Section 1
[4100-1]
PCI = 13

Southeast Ramp
Section 1
[4300-1]
PCI = 40

Taxiway D
Section 1
[400-1]

PCI = 32

Military Use
No Sampling by ADOT

11

29




